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Leisure Series Boats  
 

Lammina 
Aluminum Tenders 

 
Lammina is the first line of marine-grade, aluminum-hull inflatables to reach the U.S. market.  The Superlight models, available in lengths 10 feet and 
under, feature a 2.28mm aluminum hull.  The rest of the line, available in lengths 11 feet and larger, sports a 3.17mm aluminum hull.  These tough, 
lightweight, and durable aluminum hulls will resist abrasions from rocky shores, coral, and sand beaches. 
 
All Lammina models are constructed with an air chamber between the hull and the floor, allowing them to remain buoyant even when flooded.  The 
innovative design of the Lammina series cuts through wakes and chop with far less pounding.  The result is an exceptionally dry, stable and superior 
ride. 
 
Standard Features Include: 
• Bow Eye 
• Hand Pump 
• Heavy Duty Double Rub Rail 
• Hypalon Grab Handles 
• Maintenance Kit 
• Molded-In Fiberglass Console w/ Forward 

Seat 
• Molded-In Stern Seat w/ Armrest & Stowage 
• Navigational Lights 

• Non-Skid Deck 
• Orca Hypalon Five Coated Fabric 
• Owners Manual 
• S/S Bow & Transom Lifting Eyes 
• S/S Bow Rail 
• S/S Console Grab Handles 
• S/S Stern Fold Down Cleats 
• S/S Stern Towing Rings 
• S/S Tie Down & Towing Rings 

• Sending Unit 
• Steering System 
• Transom Protector 
• Two Built-In Ice Boxes 
• Underdeck Marine Aluminum Fuel Tank 
• Underdeck Marine Aluminum Fresh Water 

Tank

8AL, 9.5AL, and 10AL 
• Oarlocks 
• Oars 
• Removable Fiberglass Seat 
 

11AL 
• Paddles 
• Removable Fiberglass Seat 

13AL, 14AL, and 15AL 
• Paddles 
• Transom Protector 

 
Optional Equipment: 
 
• Boat Cover • Engine 
 
 
 8AL 9AL 9.5AL 10AL 11AL 13AL 14AL 15AL 

Length 8’ 4” (2.55m) 9’ 1” (2.75m) 9’ 6” (2.90m) 10’ 6” (3.19m) 11’ 6” (3.50m) 13’ 0” (3.90m) 14’ 0” (4.30m) 15’ 0” (4.58m) 

Beam 4’ 9” (1.49m) 4’ 11” (1.50m) 5’ 5” (1.66m) 5’ 5” (1.66m) 5’ 5” (1.66m) 6’ 3” (1.90m) 6’ 3” (1.90m) 6’ 3” (1.90m) 

Ins. Length 6’ 4” (1.92m) 6’ 11” (2.12m) 6’ 11” (2.12m) 7’ 11” (2.42m) 8’ 11” (2.72m) 10’ 6” (3.18m) 11’ 9” (3.58m) 12’ 10” (3.78m) 

Ins. Beam 2’ 1” (0.62m) 2’ 2” (0.66m) 2’ 8” (0.82m) 2’ 8” (0.82m) 2’ 8” (0.82m) 3’ 0” (.91m) 3’ 0” (.91m) 3’ 0” (.91m) 

Internal Area 12.8 ft² (1.2 m²) 15.0 ft² (1.4 m²) 18.7 ft² (1.7 m²) 21.3 ft² (2.0 m²) 24.0 ft² (2.2 m²) 31.1 ft² (2.9 m²) 35.0 ft² (3.3 m²) 37.0 ft² (3.4 m²) 

Weight 73 lb (33kg) 79 lb (36kg) 95 lb (43kg) 117 lb (53kg) 130 lb (59kg) 232 lb (105kg) 254 lb (1152kg) 265 lb (120kg) 

Max Person Cap. 4 4 5 5 6 7 8 9 

Tube Diameter 16” (0.40m) 16” (0.40m) 17” (0.43m) 17” (0.43m) 17” (0.43m) 18” (0.46m) 19” (0.48m) 19” (0.48m) 

Shaft Length 15” 15” 15” 15” 15” 20” 20” 20” 

Shaft Twin Engines n/a n/a n/a n/a n/a n/a n/a n/a 

Max Weight Cap. 854 lb (388kg) 889 lb (404kg) 1186 lb (539kg) 1300 lb (591kg) 1415 lb (643kg) 2123 lb (965kg) 2209 lb (1004kg) 2409 lb (1095kg) 

Rec. HP 4hp (3.0kw) 8hp (6.0kw) 8hp (6.0kw) 10hp (7.5kw) 15hp (11.2kw) 25hp (18.8kw) 30hp (22.4kw) 30hp (22.4kw) 

Max HP 6hp (4.5kw) 10hp (7.52kw) 15hp (11.2kw) 20hp (14.9kw) 20hp (14.9kw) 30hp (22.4kw) 40hp (29.8kw) 40hp (29.8kw) 

No. Air Cha. 3 + 1 3 + 1  3 + 1 3 + 1 3 + 1 3 + 1 4 + 1 5 + 1 

 












